
Three-phase CT sets
for round conductors Ø 13,5 mm 

ASRD 14

Types and variants

	 Primary	 VA		  class 1	  			   class 0,5			   class 1				    class 0,5
	 current									         net €		  net €		  net €		  net €
	 in A		  sec. 5 A		  sec. 1 A		  sec. 5 A		  sec. 1 A	 sec. 5 A		  sec. 1 A		  sec. 5 A		  sec. 1 A					   
	 3 x 50	 1	 X		  X		  -		  -	 -		  -		  -		  -	
	 3 x 60	 1,25	 X		  X		  -		  -	 -		  -		  -		  -				  
	 3 x 75	 1,5	 X		  X		  -		  -	 -		  -		  -		  -	
	 3 x 80	 1,5	 X		  X		  -		  -	 -		  -		  -		  -				  
	 3 x 100	 1	 -		  -		  -		  -	 102,80		  122,60		  -		  -	
		  2,5	 X		  X		  -		  -	 -		  -		  -		  -	
	 3 x 125	 2,5	 X		  X		  X		  X	 -		  -		  -		  -				  
	 3 x 150	 1,25	 -		  -		  -		  -	 102,80		  122,60		  -		  -	
		  2,5	 X		  X		  X		  X	 -		  -		  -		  -	
		  3,75	 X		  X		  -		  -	 -		  -		  -		  -	
	 3 x 160	 1,5	 -		  -		  -		  -	 102,80		  122,60		  -		  -				  
	 3 x 200	 1,5	 -		  -		  -		  -	 102,80		  122,60		  -		  -	
	 3 x 250	 2,5	 -		  -		  -		  -	 102,80		  122,60		  -		  -	 			 

	 Accessories: 	 see accessories					   

Type ASRD 14
	 Width	 	 105 mm	
	Depth		  54 mm
	 Busbar size	 	 -- mm	
	Round cond.	 	 Ø 13,5 mm

	 Accessories incl.		 --	

	 Weight	 	 approx. 300 g	

€


